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Cooling Fan and Liquid Cooler Installation

Montage von Kiihlventilatoren und Flussigkeitskiihlern / Installation du ventilateur de refroidissement et du refroidisseur
liquide / Instalagao do ventilador de resfriamento e do refrigerador liquido / Instalagao de ventilador de refrigeragao e
refrigerador de liquido / MoHTax BEeHTUNATOPa OXNaXAEHNSA N XMAKOCTHOro oxnaanTens / R EThE B —aE = /KS
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120mm Fan x2 (included)

120mm Liquid cooling system (optional)

120mm Fan x3 (optional)
140mm Fan x2 (optional)

120/240/280/360mm
Liquid cooling system (optional)

120mm Fan x3 (included)

It is recommended to use a reverse blade fan at the bottom.

Es wird empfohlen, an der Unterseite einen Liifter mit umgedrehten Fliigeln zu verwenden.

Il est recommandé d'utiliser un ventilateur a pales inversées en bas.

E recomendado usar um ventilador de pas reversas na parte inferior.
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V1.9 FAN HUB & RMT-AP CONTROLLER DEMO LINK GUIDE

Anleitung zur Demo - URL des FAN HUB V1.9 und des RMT-AP Controllers / Guide du lien de démonstration du HUB de
ventilateurs V1.9 et du contréleur RMT-AP / Guia do Link de Demonstragdo do HUB de Ventiladores V1.9 e do Controlador
RMT-AP / PykoBOACTBO M0 CCblfke Ha AeMoHcTpauuto FAN HUB V1.9 u koHTposniepa RMT-AP / V1.9 R E& 28 &
RMT-AP =l 88 /RELEAETER / V1.9 N SEL R RMT-AP 12428 R R iHEE R
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equipment! Note: Fan connectors are connected sequentially to the V1.9 fan Hub
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